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DYNAGARD “E” Environmentally Safe Wire Rope Lubricant 

Spec Sheet 

Dynagard "E" is a revolutionary non-toxic environmentally safe wire rope lubricant which meets the 
performance levels of petroleum based lubricants in fluid film protection of wire rope strands.  

Dynagard "E" also meets the operational requirements of all Kirkpatrick Wire Rope Lubrication System models 
providing optimum coating and penetration prolonging the working life of wire rope in addition to meeting 
environmental concerns of our customers.  

In 2002, the US Navy revised it's MIL-G-18458B Wire Rope Grease spec. The new MILSPEC (MIL-PRF-18458C) is 
now split into two types; Type I and Type II. The Type II greases must meet the performance requirements of 
Type I, plus stringent new environmentally safe requirements contained in the Type II MILSPEC. Dynagard "E" 
meets or exceeds all the requirements of the new Type II MILSPEC. If you require a non-toxic, high-performing, 
environmentally safe wire rope grease... DYNAGARD E is the answer!  

DYNAGARD “E” Specifications: 

 National Stock Number 9150-01-520-8143 

 MIL-G-18458B & MIL-PRF-18458C (Type II) Meets or surpasses all standards 

 LC50 Acute Toxicity Rating, EPA/600/4-90/027* NON-Toxic (48 hours@5000ppm) 

  (Mysidopsis Bahia Test Specimen) 

 Biodegradability testing (CEC L-33-A-93)** 97% Biodegradable 

 Viscosity NLGI Grade 2 

 Color Semi-Clear Brown 

 Texture Smooth / Buttery 

 Flash Point, ASTM D92 (C/F) 316/601 

 Dropping Point, ASTM D566 Over 400 degrees F 

 Oil Separation % (Fed. Std. 791, TM 321) 5% Maximum 

 Unworked Penetration: mm,ASTM D217 275 +/- 25 

 Salt Spray, Fed, Standard 791, TM 4001 (10 Days) 1 Dot (Pass) 

 Accelerated Weathering (G23, 10 Days) 3 Dots (Pass) 

 Load Wear Index (ASTM D2596) 34 

 Adhesive% (Sec. 4.6.6 150rpm@151F {+/-2})  95 

 Volatile Matter, % Loss 2.0% Maximum 

 Low Temp. Flexibility(Sec.4.6.4.@-60F) Pass (No Cracking) 

 National Stock Number 9150-01-520-8143 

 MIL-G-18458B & MIL-PRF-18458C (Type II) Meets or surpasses all standards 

 LC50 Acute Toxicity Rating, EPA/600/4-90/027* NON-Toxic (48 hours@5000ppm) 

  (Mysidopsis Bahia Test Specimen) 
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DYNAGARD “E” Environmentally Safe Wire Rope Lubricant 

Salt Fog Test Results 

 
 
 
 

 

DYNAGARD "E" environmentally-safe wire rope lubricant 
 
20% Salt-Fog results after the standard 200 hour test. 

  

 

 

  

 

US Navy approved MIL-G-18458B "stock system" wire rope lubricant 
(manufactured by a large petroleum company). 
 
20% Salt-Fog test result after the standard 200 hours test. 

 





 
 
               
 
 
 
 
                                  
 
 
 
 
 
 
 
 
 
 
 
 

       
 
 
 
 

                        
 
              
 
 
 
 

                             
 
 
 
 
 
 

Kirkpatrick Wire Rope Lubrication Systems 
Dynagard “E” Environmentally Safe Wire Rope Lubricant:

Performance test January 2000 through April 2001 
(Photo Series)   Page 4 

Closer view 

Inner core coated with 
DYNAGARD “E” after 14 months



 
 
 
 
 
  
 

 
                       
 
 
 
 
 
 
 
                                          
 
 
 
 
 
 
              

           
 
 
 
 
 
 
 
 
 
 
 

Kirkpatrick Wire Rope Lubrication Systems 
Dynagard “E” Environmentally Safe Wire Rope Lubricant:

Performance test January 2000 through April 2001 
(Photo Series)   Page 5 

Inner core removed 
and cleaned 

Close-up of inner core 14 months 
after initial pressure application of 

DYNAGARD “E” 


